6BJ6 
REMOTE-CUTOFF PENTODE 


TM 7-PIN MINIATURE TYFE 
GENERAL DATA 


Electrical: 
Heater, for Unipotential Cathode: 


Voltage. а... u sors CA 22% ; . . ас or dc volts 
Сшргеп ее вес еуі. ED $C xcwou. ds ap 
^^ Бігесі !nterelectrode Capacitances: -— 
Without With 
External External 
Shield 5лтейас 
Grid No.1 to plate . . . 0.0035 max. 0.0035 max. нат 
Grid No.1 to cathode, 
grid No.3 & internal 
pis shield, grid No.2, 
and heater . . . . 
Plate to cathode, 
grid No.3 & internal 
shield, grid No.2, 
and heater . . . . . 
Characteristics, Class A, Amplifier: 
Plate Voltage. . . . . . . .. 100 250 volts 
Gria No. 3 (Suppressor) . . . . Connected to cathode at socket 
arid-No.2 Voltage. . . . . . ., 100 ( volts 
Grid-Nc.1 Voltage. . . . "EC -1 volt 
Plate Resistance (Арогох. ) . . 0.25 Р megohrr. 
Transconductance . . . . . 5» 3850 j umhos| + 
Plate Current. . . . . . . .. 9 e ma 
Grid-No.2 Current. . . . . . . 355 .3 ma 
Grid-No.1 Voltage (Aoprox.) for 
transconductance of 10 mhos -20 -— 


Maximum Overall Length . 

Maximum Seated Length. . . . . . . ... c.r. 

Length, Base Seat to Bulb Top (Excluding Тір) 

Maximum Бізтлеійег............... 

Dimensional Outline. . . . . . . . e . бее General Section 

alto uus eer d S Tee Linde Roe eoo o oL? 

~, 2... Small-Button Miniature 7-Pin (JETEC Мо.Е7-1)|-- 
Basing Designation for EOTTOM УІЗУ,2......... 7CM 


Pin 1 - Grid No. 1 OO Pin 6 — Grid No.2 
Pin - Cathode (3) (6) Pin 7 - Grid No.3, 
Pin 3 — Heater N Internal 
Pin 4 ~ Heater G) (7) Shield 
Pin 5 - Plate D 


O with external shield JFTFC NO.316 connecteg to cathode. 


-— Indicates a change. 


SEPT. 1, 1955 TUBE DIVISION DATA 


RADIO CORPORATION OF AMERICA, HARRISON, NEW JERSEY 


6BJ6 
REMOTE-CUTOFF PENTODE 


AMPLIFIER - Class AJ 


Maximum Ratings, Design-Center Values: 


PLATE VOLTAGE 300 max. volt 
GRID-No.2 (SCREEN) SUPPLY VOLTAGE 300 max. volts 
GRID-No.2 VOLTAGE. . . . . . See Grid-No.2 Input Rating Chart 
at front of Receiving Tube Section 
GRID-No. 1 (CONTROL-GRID) VOLTAGE: 
Mod bias value 
sitive bias value 
PLATE DISSIPATION 
GRID-No.2 INPUT: 
For grid-No.2 voltages up to 150 volts . . 0.6 max. 
For grid-No.2 voltages between 150 
and 300 volts See Grid-No.2 Input Rating Chart 
at front of Receiving Tube Section 
PEAK HEATER-CATHODE VOLTAGE: 
Heater negative with respect to cathode. . 90 max. 
Heater positive with respect to cathode. . 90 max. 


— indicates a change. 
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6BJ6 


~, AVERAGE PLATE CHARACTERISTICS 
PENTODE CONNECTIO 


E f = 6.3 VOLTS 
GRID-N22 VOLTS =100 
GRID-N2 З VOLTS =0 
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PLATE MILLIAMPERES 
MAY 29,1947 TUBE DEPARTMENT 92CM-6867 


6BJ6 


AVERAGE CHAR СТЕ STICS 
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PENTODE СОММЕ 


ES EE 
НЕБЕЛЕГМЕРДЕНЕЕ 


PLATE (Ip) ORGRID-N22 (Ісә) MILLIAMPERES 
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JUNE 2,1947 


GRID VOLTS 


TUBE DEPARTMENT 


RADIO CORPORATION OF AMERICA, HARRISON, NEW JERSEY 


92CM-6868 
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6B J6 


AVERAGE CHARACTERISTICS 
PENTODE CONNECTION 


E .£76.3 VOLTS 
PLATE VOLTS -250 
GRID-N?I VOLTS--! 
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GRID-N?2 VOLTS 
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